
PRODUCT TECHNICAL DATA SHEET 

Art. No.: P00 100 

PHYSICAL PROPERTIES TEST METHOD TOLERANCES UNIT RESULTS 

COMPOSITION Polypropylene 

COLOR White 

APPLICATIONS Hydrophobic 

Ultrasonic 
BONDING 

Dimpled 

WEIGHT 
WSP 130.1 (05) 

(EDANA) 
+/- 5% gr/m2 360 

TENSILE STRENGTH - MD WSP 110.4 (05) 
+/- 10% N/5 cm 47,8 

(MD:Machine Direction along to length) (EDANA) 

TENSILE STRENGTH - CD WSP 110.4 (05) 
+/- 10% N/5 cm 16,5 

(CD:Cross Direction along to width) (EDANA) 

ELONGATION - MD WSP 110.4 (OS) 
+/- 10% % 22,5 

(MD:Machine Direction along to length) (EDANA) 

ELONGATION - CD WSP 110.4 (OS) 
+/- 10% % 8,7 

(CD:Cross Direction along to width) (EDANA) 

ABSORBANCY - OIL 
WSP 10.1 (OS) 

+/- 10% 
X times of own 

(EDANA) weight 15,36 

ABSORBANCY - OTHER LIQUIDS 
WSP 10.1 (05) 

+/- 10% 
X times of own 

(EDANA) weight 


